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\ PLAN VIEW NOTES:
SKIMMER SEDIMENT BASIN
DESIGN CRITERIA 1. REFER TO
NCESCPDM
DRAINAGE SECTION #6.64
AREA < 10 AC. FOR ADDITIONAL
(ACRES) | LENGTH | EMBANKMENT DESIGN
| | SPECIFICATIONS
REGARDING
MIN. / SKIMMER SEDIMENT
LENGTH TO 2:1 INFLOW R BASINS.
WIDTH RATIO 10
MIN. 2. REFER TO STD.
————— Wy #30.19 FOR
MAX. BAFFLE SPACING
LENGTH TO 6:1 AND INSTALLATION
WIDTH RATIO
SE\I’O/IA%EING 3. SKIMMER INVERT
ELEVATION =
vom. (01500” AVERAGE _ AREA® DEVICE BASIN BOTTOM +
REQUIRED PER AC. LENGTH EMERGENCY 1" MIN.
DISTURBED) * AREA OF BASIN WATER SPILLWAY
H = SPILLWAY
ggffiev%:( AT TOP OF PRIMARY ELEVATION —
325 SKIMMER INVERT
SURFACE (sq. FT. ELEVATION
AREA PER CFS
| R o CROSS—SECTION VIEW BAFFLES
1" FREEBOARD W=5" MIN.
6” MAX. DEPTH OF FLOW /_EMBANKMENT
INFLOW BAFFLES OVER EMERGENCY SPILLWAY- / T=1.5" MIN.
Z=5" MAX. e S
DEWATERING ) \
IONF—— R vV 7T T 7 SN, H=2" MIN. EMERGENCY
R - L SPILLWAY
___________________ ‘ Av
FILTER FABRIC CLEANOUT SKIMMER ARM \
LENGTH =
(DE;;'; 1" SEDIMENT Hyx 1.5 ANTI-SEEP
STORAGE MIN. 5’ COLLAR
DATA BLOCK (MIN. 5) NOT TO SCALE
BASIN DRAINAGE | DENUDED BASIN VOLUME BASIN SURFACE AREA CLEANOUT H Y4 L T W SKIMMER | SKIMMER
AREA AREA Qo REQUIRED | PROVIDED | REQUIRED | PROVIDED |DEPTH (FT.)| (FEET) | (FEET) | (FEET) | (FEET) | (FEET) PIPE | ORIFICE
(ACRES) (ACRES) (CcuBIC FT.)[(CUBIC FT.)| (SQ FT.) (sQ FT.) H/2 DIAMETER | DIAMETER
d’) CITY OF CHARLOTTE
LAND DEVELOPMENT STANDARDS SKIMMER SEDIMENT BASIN I
\ (HARLOTTE. INCLUDES CHARLOTTE ETJ 30.02A113)




